
POLYPACK® M
Batch or manual preparation of polymers,
powder and emulsion

• Capacity: from 200 to 3000 litres
• Tanks in high density polyethylene anti-UV

treated with inspection hatch
• Integrally moulded graduations
• Powder disperser with hopper (7 litres capacity)
• Electric mixer on the tank
• Outlet and drain connections

POLYPACK® AP
Continuous and automatic preparation of polymers,
powder

• Extraction / dosing flow: up to 13 340 l/h in standard
version

• Design:
- A 3 compartment palletised tank(*):
  preparation, ageing, dosing
- A system to "wet" the powder
- From 1 to 3 mixers (according to model)
- Control box
- A dry feeder with supply hopper
- Level detectors for control

• Options:
- Hopper loader for automatic filling of powder
   feeder
- Pump fixed on the tank
- Dual operation: powder + emulsion
- Dilution unit from 2 to 20 m3/h

(*) AP430 version: palletised tank with 2 compartments.

Polypack 
® AP 1340

• How to select the Polypack® AP

Ageing time (min)

POLYPACK® Polymer preparation units

Extraction / dosing flow (l/h)

Polypack 
® M 500
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POLYPACK® AE
Continuous and automatic preparation of polymer
emulsion

• Extraction / dosing flow: up to 4400 l/h in
standard version

• Design:
- A 3 compartment palletized tank:
  preparation, ageing, dosing
- A water supply unit
- One mixer fitted with 2 impellers
- Level detectors for control
- Dosing pump to feed the concentrated polymer
  emulsion
- Control box
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• How to select the Polypack® AE

Ageing time (min)

Polypack 
® AE 1500

For example:
For 10 minutes ageing time and final solution flow of diluted
polymer of 1200 l/h, the model to select is the POLYPACK® AE
1500.

Extraction / dosing flow (l/h)

• Options:
- Storage of the concentrated polymer
- Distribution of diluted polymer
- Dilution group from 2 to 20 m3/h

Consult  us


